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Alloy Series 3000

Legierungen der Serie 3000

The industrial alloys of the 3000 series, which includes 
Copperline and Alubrown, contain 1 to 1.5% manganese.
This element considerably improves the mechanical 
properties of aluminium.
Their minimum guaranteed strength is thus increased 
by 40-50 MPa without compromising their machinability.

Tresoldi Metalli reserves the right to make changes to some 
characteristics based on production needs and feasibility.

Die industriellen Legierungen der Serie 3000, zu der auch 
Copperline und Alubrown gehören, enthalten 1-1,5 % Mangan.
Dieses Element verbessert die mechanischen Eigenschaften des 
Aluminiums erheblich.
Die garantierte Mindestfestigkeit erhöht sich dadurch um 40-50 
MPa, ohne dass die Verarbeitbarkeit beeinträchtigt wird.

Tresoldi Metalli behält sich das Recht vor, Änderungen 
bestimmter Eigenschaften in Abhängigkeit von den 
Produktionsanforderungen und der Machbarkeit vorzunehmen.

Explore the technical speci� cation 
sheets of the products.
Zu den 
Produktdatenblättern
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Tresoldi Metalli srl 

Via Fanzaghe, 108
35020 Pozzonovo (PD) - Italie

T +39 0429 773200
F +39 0429 773088

info@tresoldimetalli.it
www.tresoldimetalli.it


